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Company Information

⚫ General Manager / CEO: Mr. Johnson Su

⚫ Establish: Oct. 1978 year

⚫ Capital: USD$ 24 Million

⚫ Production Capacity: 380 KK pcs/ month

⚫ Sales Revenue: USD$ 80 Million

⚫ Employee: 1250 Workers

⚫ Products Manufactured:

(1) Aluminum Electrolytic Capacitors

(2) Conductive Polymer Aluminum solid

Capacitors
(3) Conductive Polymer Hybrid

Aluminum Electrolytic Capacitors.

Su’scon
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Inverter, Wind Mill

■ Voltage Range: 500WV~650WV

■Temperature Range: -25 ℃ ~ +105 ℃

■Life Guarantee: 10000Hrs

■Application: Industrial Equipment Power, Solar Pumping 
Generator, Boats, Heavy Duty Tracks, etc.

■Feature: Electrolyte contains specialty materials for withstand temperature, it 
helps capacitor being steady in higher temperature and small capacitance depletion 
in low temperature.

Higher Voltage Cap
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Product Identification

Su’scon : LOGO
VT : SERIES

1636 : Year 2016, Week 36
470 : 470uF Capacitance
25 : 25V Voltage(DIP TYPE) (SMD TYPE)

Conductive Polymer solid 
Capacitors

(DIP TYPE) (SMD TYPE)

Conductive Polymer Hybrid
Capacitors

TS : SERIES

1736 : Year 2017, Week 36
47 : 47uF Capacitance
50 : 50V Voltage
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SMD Aluminum Electrolytic Capacitors

FOR AEC-Q200
Peak acceleration 30G



Quality Management System

ISO14001 ISO 9001 OHSAS18001 QC080001 IATF/16949
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Product Features
‧Standard
‧Low impedance
‧High reliability
‧Miniature
‧Long life
‧Anhydrous

• Rated Voltage : 4V ～ 500V
• Temperature Range : -55℃ ～ +130 ℃
• Capacitance Range : 0.1uF ～ 33000uF
• Size Range
• Load Life

: 4×5 ～ 25×50
: 1000hrs ～12000hrs

Aluminum Electrolytic Capacitor Radial Type
Specification

Application
‧Switching power supply
‧Slim type for ultra-thin LED TV/LCD Monitor 

power board
‧Telecommunication equipment
‧Industrial equipment
‧Ballast
‧LED light power



Aluminum Electrolytic Capacitor SMD, V-Chip Type
Specification

• Rated Voltage : 4V～400V

• Temperature Range : -55℃～+125 ℃

• Capacitance Range : 0.1uF～4700uF

: 4×5.4～16×16.5

: 1000hrs～5000hrs

Product Features
‧General purpose
‧Surface Mount Type
‧Reflow soldering +245 ℃~ +260 ℃
‧Non-polarized purpose
‧High temperature and long life

‧Low impedance at high 

frequency

• Size Range

• Load Life

Application
‧Mainboard
‧Graphics card
‧Slim card
‧Projector
‧Industrial computer
‧Servers
‧LED TV
‧CCD camera
‧Electronic rectifier
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Aluminum Electrolytic Capacitor Snap-in Type

Specification
• Rated Voltage : 10V～500V
• Temperature Range : -40℃～+105 ℃
• Capacitance Range : 33uF～68000uF
• Size Range
• Load Life

: 20x20～35×65
: 2000hrs～10000hrs

Product Features
‧General purpose
‧High reliability
‧RoHS Compliant
‧Long life and high ripple current

‧No sparks against DC 

over- voltage

Application
‧Computer power supply
‧Inverter
‧Industrial equipment
‧Audio
‧White Goods
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Aluminum Electrolytic Capacitor Screw Terminal Type

Specification
• Rated Voltage : 10V～650V
• Temperature Range : -40℃～+105 ℃
• Capacitance Range : 220uF～1,000,000uF
• Size Range
• Load Life

: 35×80～100×250
: 2000hrs～10000hrs

Product Features
‧Electrolyte contains specialty

materials for withstand 
temperature it helps capacitor being 
steady in higher temperature and 
small capacitance depletion in low 
temperature

Application
‧Industrial machine
‧Power inverter
‧Telecommunication equipment
‧Equipment power
‧Solar Pumping Inverter
‧Wind Mill Generator
‧Boats
‧Trucks
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Conductive Polymer Aluminum Solid Capacitor

Specification
: 2.5V～100V
: -55℃～ +125℃
: 6.8uF～2700uF

: 5×6～10×20
: 1000hrs~5000hrs

Product Features
‧Low impedance with high-frequency
‧Wide temperature range

‧High ripple current, and high leakage 

current

• Rated Voltage
• Temperature Range
• Capacitance Range
• Size Range
• Load Life

Application
‧PC board / Servers
‧Graphics card
‧Slim card
‧Projector
‧Industrial computer
‧Power Supply
‧Electronic rectifier
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Conductive Polymer Hybrid Aluminum Electrolytic Capacitor

Specification
• Rated Voltage
• Temperature Range
• Capacitance Range
• Size Range
• Load Life

: 16V～125V
: -55℃～+135 ℃
: 10uF～560uF

: 6.3×7.2～10×12
: 2000hrs ～ 10000hrs

Product Features
‧High reliability
‧Low leakage

•Miniaturized superior ESR 
characteristic than E-cap
‧Higher withstand voltage and larger

capacitance than polymer cap
Application
‧Automotive electronics
‧Servers
‧Base station
‧Display
‧Security camera
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Thank you !


