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PDC MLCC Product Lineup

Power & High Reliability Custom-mode/ODM

1206~2225 100v~4kVv FP Series (SoftTerminaI

& , Ultra Big size (>2225)
N ' EMI Discoidal Array @“
- g : . Pulse MLCC & ‘ W
N BT R4 N m Chip-R Composite module Y

termination lermination

New Application

4 "g‘.,:.r X7T Series
/ ’/’a"f -
v > +s <« Arc Prevention

FK Series x1/y2
FH Series x2

MT Series 01005~2225 FE Series

AEC-Q200 NPO, X7R, X7S,

MG Series X6S, X5R, Y5V

Non AEC-Q200 |' i l
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Safety Capacitors Products Series - ( w &« v certiticated )

Safety Capacitors Series ( Normal & Soft —term Available)

SAFETY + e

A Suitable for reflow soldering
A The X2 & X1/Y2 specially designed for use in

Modem, Facsimile, Telephone and other

electronic equipment for lighting and surge

protection, EMI Filter and Isolation.

c A us
: O Safety standard approval by TUV IEC60384-14

PDC-FK Series PDC-FH Series  Soft-Termination is available for AEC-Q200
X1Y2 X2 application.
AC250V X1/Y2 X2 Safety Certificated MLCC
T.CC NPO X7R
Size 1808 1812 2211 1206 1808 1812 2211 2220
Voltage min | max | min | max | min | max | min | max | min | max | min | max | min | max | min | max
X1/Y2 3RO | 271 | 100 | 471 | 4RO | 681 101 | 102 | 151 | 102 | 101 161 | 472
X2 3RO | 102 | 100 | 102 101 | 102 | 151 | 222 | 271 | 562 \ 103
N N
New
1.2211- Y2 :272 & 2220- X2 : 333~563 newly released —_— d
| . Releasé
2. Normal & Soft—Term : All items available now =
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Safety Capacitors Products Series — Cross Reference

Murata P/N vs PDC P/N - Cross reference

Voltage Murata P/N PDC P/N Remark
(Size/ Cap.)
X2 GA355QR7GB103KWO01 FH20X103K302EGG 2220 /103
GA355ER7GB473KW01 FH20X473K302EHG 2220/ 473
GA355XR7GB563KWO01 FH20X563K302EHG 2220/ 563
X1/Y2 | GA352QR7GF102KWO01 FK21X102K502EGQ 2211 /102
GA352QR7GF152KW01 FK21X152K502EGQ 2211/ 152
GA355QR7GF332KW01 FK20X332K502FGQ 2220/ 332
GA355DR7GF472KWO01 FK20X472K502EGQ 2220/ 472
1. Murata Size GA355 compatible to PDC 20 : Means 2220 size
2. Murata’s GB : Means X2 compatible to PDC FH Series
GFE : Means X1/Y2 compatible to PDC FK Series
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