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    Bright LED, founded in 1981,is a professional LED optoelectronic manufacturer and a well-

known publicly listed LED company in Taiwan market for more than 30 years. 

 

    Bright LED group headquarter locates in New Taipei City, Taiwan. We have several sales 

branches in China, Hong Kong, Japan, Korea, Germany, Singapore, US and other countries as 

well. Meanwhile, Bright LED also establishes a long term relationship with distributors/dealers 

around the world to serve global customers with high efficiency and best solution. 

 

   In order to strengthen the expansion in China market, we also established offices within 

several districts of China to promote and sell LED products and to provide customer service. 

 

    Our main factory locates in China. Our main products include LED digits display, DIP LED, 

SMD, high-power LED, invisible, as well as, LED automotive lamps and LED lighting 

products…etc. The Sapphire subsidiary, wafer factory, PCB assembly factory and other 

subsidiaries within Bright LED group formed our own upper, middle and lower stream of product 

supply chains and so contribute much reliable and best C/P products to customers. 

 

    Bright LED possesses the outstanding R&D team with their professions in lighting, electronic, 

electric, and heating areas. We constantly develop advanced technologies in LED field and as 

a result, we now have more than 40 local and international patents. Bright LED, as a role model 

of professional LED manufacturer, commits to provide better energy-saving, eco-friendly, and 

more diversified developments of LED in new era.    

 

 

About Bright Led Group 
 
        佰鴻工業成立於1981年，是一家具有三十多年生產銷售經驗的
LED光電元件專業製造廠商，也是台灣知名的LED股票上市公司。 
 
        集團營運總部位在台灣新北市，在香港﹑韓國首爾﹑美國加州
等國外地區分別成立銷售分公司，同時也在世界各地建立了經銷代
理網絡服務全球客戶，為了加強中國大陸市場的拓展，在中國地區
成立了許多銷售通路及辦事處，進行LED照明光源及燈具的推廣及
客戶服務。 
 
        主要生產基地在中國廣東東莞，主力產品包括數碼管﹑直插發
光二極體﹑貼片發光二級體（SMD） ﹑大功率LED ﹑COB ﹑紅外
線產品及LED車燈﹑路燈﹑隧道燈﹑天井燈﹑投射燈﹑燈泡﹑燈管
﹑平板燈﹑筒燈﹑號誌燈﹑全彩看板﹑植物生長燈等，藉由轉投資
的藍寶石廠﹑LED晶片廠﹑支架PCB衝壓加工﹑及塑膠射出…等多
家關係企業的垂直整合下，形成LED產業鏈，能提供最佳性價比的
產品給客戶。 
 
        佰鴻工業擁有光﹑電﹑機﹑熱方面的專業研發團隊，開發LED
在照明應用上的先進技術，提供四十多篇國內外專利申請。未來佰
鴻工業將續以LED專業製造廠的角色，不斷地提供人類更節能﹑更
環保﹑更變化的新世代照明。 



1981   Company established and started the production of LED    

           Indicator Lamps 

1990   Established both Dong Guan factory in China and Distribution  

           Center in Hong Kong 

1995   Developed and started SMT LED Production;  

      Established U.S. SALES OFFICE in L.A. California. 

1999   ISO-9001 and QS-9000 certified 

2000   New Dong Guan factory started production 

2001    Listed at Taiwan OTC 

2002    Listed at Taiwan stock exchange market.  

2004   ISO 14001 certified  RoHS compliance 

2005    ISO/TS16949:2002 certified 

2013   Established  Bright Wonder  Science & Technology Park 

2014   Established Henan Jinghong Optoelectronics Technology Co., Ltd 

2017   IATF16949:2016 certified  

    BRIEF  HISTORY OF BRIGHT LED 
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Max:260℃,5sec.
Suggest:2~3sec.

1. Please avoid any external stress applied to the lead-frames and  

    epoxy while the LEDs are at high temperature, especially during soldering 

2. DIP soldering and hand soldering should not be done more than one time. 

3. After soldering, avoid the epoxy lens from mechanical shock or  

    vibration until the LEDs are back to room temperature. 

4. Avoid rapid cooling during temperature ramp-down process 

5. Although the soldering condition is recommended above,  

     soldering at the lowest possible temperature is feasible for the LEDs 

 IRON  Soldering  

A：Max：350℃ Within 3 sec. One time only. 

3.0(.118)

PCB

      B：The products of 3mm without flange, welding condition of flat plate PCB Max： 
             
            350℃ Within 2 sec. One time only 
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    3MM ROUND TYPE 

Typ Max Typ

BL-BB53V1 Blue 460-475 Transparent 3.2 3.6 3000 30

BL-BG83V1 Green 520-535 Transparent 3.2 3.6 5550 30

BL-B2141 Yellow Green 566-576 Color Diffused 2.2 2.6 40 35

BL-B3141 Yellow 580-595 Color Diffused 2.1 2.6 45 35

BL-BJC3V1 Amber 600-612 Transparent 2.0 2.6 2300 30

BL-BJZ3V1 Orange Red 620-630 Transparent 2.0 2.6 6775 30

BL-BUF341 Red 625-637 Transparent 2.1 2.6 800 30

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance
Part No.

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-BB51V1G Blue 460-475 Color Diffused 3.2 3.6 260 35

BL-B2141G Yellow  Green 566-576 Color Diffused 2.2 2.6 40 35

BL-B3141G Yellow 580-595 Color Diffused 2.1 2.6 35 35

BL-BJE3V1G Orange  Red 615-628 Transparent 2.0 2.6 3500 30

BL-BUF4V1G Red 625-637 Color Transparent 2.1 2.6 1800 30

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

Unit: mm (inch) 

1.00(.039) MIN.
5.30(.209)

3.00(.118)

2.54(.100)

NOM.

0.5(.02)

SQ.TYP.

0.81(.032)

25.4(1.00) MIN.

CATHODE

3.80(.150)

3.05(.120)

25.4(1.00) MIN. 5.40(.213)
1.0(.039) MIN.

0.5(.02)

SQ.TYP.
1.8(.071)

2.54(.100)

NOM.

2.9(.114)Cathode

3.95(.156)

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BBX1V1A  Blue 460-475 Color Diffused 3.2 3.6 340 35

BL-B3141A Yellow 580-595 Color Diffused 2.1 2.6 35 35

BL-BSB1V1A Red 638-648 Color Diffused 1.8 2.6 50 35

Part No.
Emitted

Color

λd

(nm)

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-B2141N Yellow Green 566-576 Color Diffused 2.2 2.6 50 55

BL-B3341N Yellow 580-595 Transparent 2.1 2.6 70 50

BL-B4341N Red 625-638 Transparent 2.0 2.6 60 50

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

Color

λd

(nm)
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Unit: mm (inch) 

1.00(.039) 4.10(.162)
25.4(1.00) MIN.

2.97(.117)2.54(.100)

0.5(.02) 

SQ.TYP.

NOM.

Cathode

MIN.

3.00(.118)

    3MM ROUND TYPE 

Unit: mm (inch) 

1.00(.039)
5.3(.209)

2.54(.100)

3.1(.122)

1.0(.039)

25.4(1.00) MIN.

MIN.

4.0(.157)

NOM.

Cathode

0.5(.02) 

SQ.TYP.



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB53V1K Blue 460-475 Transparent 3.2 3.6 1500 30

BL-BGE3V1K Yellow Green 566-576 Transparent 2.0 2.6 465 30

BL-BKC1V1K Yellow 586-594 Color Diffused 2.0 2.6 560 45

BL-BJE5V1K Orange Red 615-628 Color Diffused 2.0 2.6 500 45

BL-BUB3V1K Red 624-634 Transparent 2.0 2.6 700 30

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

Typ Max Typ

BL-BG83V1Q Green 520-535 Transparent 3.2 3.6 5000 35

BL-B2141Q Yellow Green 566-576 Color Diffused 2.2 2.6 40 35

BL-BKC341Q Yellow 586-594 Transparent 2.0 2.6 1400 35

BL-B8341Q Amber 600-615 Transparent 2.0 2.6 100 35

BL-BJE341Q Orange  Red 615-628 Transparent 2.0 2.6 1000 35

Part No.
Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
Lens

Appearance
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25.4(1.00) MIN.

2.54(.100)

NOM.

1.0(.039) MIN.

0.5(.02)

SQ.TYP.

4.50(.177)

3.16(.124)

3.00(.118)

1.0(.039)

Cathode

4.80(.189)
1.0(.039)MIN.

25.4(1.00) MIN.

2.54(.100)

NOM.
3.10(.122)

1.30(.051)

3.8(.150)

Cathode

0.5(.02)

SQ.TYP

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-B2181K-3 Yellow Green 566-576 Color Diffused 2.2 2.6 35 65
BL-BGE181K-3 Yellow Green 566-576 Color Diffused 2.0 2.6 100 65
BL-B3181K-3 Yellow 580-595 Color Diffused 2.1 2.6 40 65
BL-BKC181K-3 Yellow 586-594 Color Diffused 2.0 2.6 350 65
BL-BUB181K-3 Red 624-634 Color Diffused 2.0 2.6 280 65

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-BB53V1X Blue 460-475  Transparent 3.2 3.6 1200 35

BL-BG83V1X Green 520-535  Transparent 3.2 3.6 4400 35

BL-BJL391X Orange Red 620-630  Transparent 2.1 2.6 4800 30

BL-BJY541X Orange Red 620-630 Color Diffused 2.0 2.6 700 65

Part No.
Emitted

Color

λd

(nm)

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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25.4(1.00)MIN
1.00(.039)MIN

2.54(.100)

NOM
Cathode

0.5(.02) 

SQ.TYP.

3.16(.124)3.00(.118)

4.50(.177)

1.00(.039)

5.2(.205)
1.0(.039) MIN.

25.4(1.00) MIN.

2.54(.100) 

NOM.

1.0(.04)0.5(.020)

 SQ.TYP.

Cathode

3.05(.120)

4.00(.157)

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB53V1J Blue 460-475 Transparent 3.2 3.6 2100 30

BL-BG83V1J Green 520-535 Transparent 3.2 3.6 6500 30

BL-B21V1J Yellow  Green 566-576 Color Diffused 2.2 2.6 40 35

BL-BKC341J Yellow 586-594 Transparent 2.0 2.6 750 30

BL-BJE3V1J Orange  Red 615-628 Transparent 2.0 2.6 1000 30

BL-BUB1V1J Red 624-634 Color Diffused 2.0 2.6 317 35

BL-B45V1J Red 625-638 Color Diffused 2.0 2.6 35 35

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

λd

(nm)

Vf(V)

@IF=20mA
Emitted

Color
Part No.

Typ Max Typ

BL-BGJ341F Yellow Green 566-576 Transparent 2.0 2.6 420 40

BL-B31V1F Yellow 580-595 Color Diffused 2.1 2.6 40 50

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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2.54(.10)

NOM. 

 CATHODE

3.00(.118)

0.5(.02)

SQ. TYP.

3.0(.118)

25.4(1.0) MIN.
1.0(.039) MIN.

5.10(.201)

5.2(.205)25.4(1.0) MIN.

1.0(.04)

2.54(.10)NOM. 

0.5(.02)

SQ. TYP.

CATHODE

3.05(.120) 4.00(.157)

1.0(.039) MIN.

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB51V1L Blue 460-475 Color Diffused 3.2 3.6 380 45

BL-B2141L Yellow Green 566-576 Color Diffused 2.2 2.6 35 45

BL-B3141L Yellow 580-595 Color Diffused 2.1 2.6 40 45

BL-B4541L Red 625-638 Color Diffused 2.1 2.6 35 45

BL-BSA3V1L Red 638-648 Transparent 1.8 2.6 90 40

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-BJX3V1M Red 620-630 Transparent 2.0 2.6 18000 20

BL-BUF4V1M Red 625-637 Color  Transparent 2.1 2.6 1200 15

BL-BD03V1M Red 638-648 Transparent 1.8 2.6 340 15

Part No.
Emitted

Color

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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4.00(.157)

3.0(.118)

2.54(.100)
NOM.

0.5(.02) 

SQ.TYP. 

1.00(.039)

25.4(1.00) MIN.
1.0(.039)MIN.

Cathode

5.20(.204)

2.78(.109)

3.00(.118)

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 

5.3(.209)

3.1(.122)

2.0(.079)

25.4(1.00)MIN.

2.54(.10)

NOM.

1.0(.039)

MIN.

4.1(.161)

4.5(.177)

Cathode

0.5(.02) 

SQ.TYP.



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB53V1T Blue 460-475  Transparent 3.2 3.6 1750 30

BL-B2441T Yellow Green 566-576 Color  Transparent 2.2 2.6 80 30

BL-B31V1T Yellow 580-595 Color Diffused 2.1 2.6 40 45

BL-BJE3V1T Orange Red 615-628  Transparent 2.0 2.6 900 30

BL-B4541T Red 625-638 Color Diffused 2.1 2.6 35 45

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-BB53V1W Blue 460-475 Transparent 3.2 3.6 1500 30

BL-B2141W Yellow Green 566-576 Color Diffused 2.2 2.6 50 40

BL-B4641W Red 625-638 Color Transparent 2.0 2.6 100 40

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mAPart No.
Lens

Appearance

Page12 

5.20(.205)

0.5(.02) 

 SQ. TYP.

2.54(.10) NOM. 3.55(.140)

2.90(.114)

1.00(.039)

CATHODE

3.86(.152)

25.4(1.00)MIN.
1.0(.039)MIN

4.5 0.125.4(1.00) MIN.
1.00(.039) MIN.

3.1(.122)

0.5(.020)

SQ.TYP.

1.5(.059)

2.54(.10)

NOM.

CATHODE

3.8(.150)

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-B2131K Yellow  Green 566-576 Color Diffused 2.2 2.6 60 45

BL-B3331K Yellow 580-595 Transparent 2.1 2.6 65 30

BL-BD0131K  Red 638-648 Color Diffused 1.8 2.6 80 45

Part No.
Lens

Appearance

Emitted

Color

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

3.16(.124)

4.50(.177)
25.4(1.00) MIN.

1.00(.039)

MIN.

1.00(.039)

Cathode

3.00(.118)2.54(.100)

NOM.

0.5(.02) 

SQ.TYP.

Typ Max Typ

BL-BEG271
Red

Yellow Green

617-638

566-576
White Diffused

2.1

2.2

2.6

2.6

13

13
45

BL-BUBGE271
Red

Yellow Green

624-634

566-576
White Diffused

2.0

2.0

2.6

2.6

110

45
45

BL-BYY171 Yellow 580-595 Color Diffused 2.0 2.6 10 45

BL-BEE571 Red 617-638 Color Diffused 2.1 2.6 4.0 45

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 

0.5(.020)

SQ. TYP.

2.54(.100)

NOM. 

5.30(.209)25.4(1.00)MIN.

0.81(.032) 

3.0(.118)

3.8(.15)

1.0(.039)MIN.

Cathode
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BRIGHT LED ELECTRONICS CORP  
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Typ Max Typ

BL-BEG201
Red

Yellow Green

617-638

566-576
White Diffused

2.0

2.2

2.6

2.6

30

35
40

BL-BUBGE201
Red

Yellow Green

624-634

566-576
White Diffused

2.0

2.0

2.6

2.6

220

100
40

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Typ Max Typ

BL-BUBBD301G
Red

Blue

624-634

460-475
Transparent

2.0

3.2

2.6

3.6

1100

500
30

BL-BEG201G
Red

Yellow Green

617-638

566-576
White Diffused

2.0

2.2

2.6

2.6

30

30
40

BL-BJEB3201G
Orange Red

Blue

615-625

460-475
White Diffused

2.0

3.2

2.6

3.6

500

250
40

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

    3MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 

5.30(.209)21.0(.827) MIN.

2.54(.100) 

NOM. 

2.54(.100) 

NOM.

0.5(.02) 

SQ. TYP.
0.81(.03) 

3.0(.118)

2.0(.079)MIN

3.8(.15)

_

+

+

3.95(.156)
2.54(.10)

NOM. 

2.54(.10)

NOM. 

0.5(.02) 

SQ. TYP.

5.40(.213)

1.8(.071)

21.0(.827) MIN.

2.0(.08) MIN. 

3.05(.120)

2.90(.114)

+

+

_



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-B2132 Yellow Green 566-576 Color Diffused 2.2 2.6 40 55

BL-B4532 Red 625-638 Color Diffused 2.1 2.6 60 55

Part No.
Emitted

Color

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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2.54(.10)

NOM. 

1.0(.039) MIN. 

4.00(.158)

6.00(.236)

0.5(.02)

SQ. TYP.

25.4(1.0) MIN.

Cathode

4.60(.181)

1.0(.04)

    5MM ROUND TYPE 

Typ Max Typ

BL-BEG274
Red

Yellow Green

617-638

566-576
White Diffused

2.0

2.2

2.6

2.6

10

20
50

BL-BUFGE274
Red

Yellow Green

625-637

566-576
White Diffused

2.1

2.2

2.6

2.6

150

48
50

BL-BYG374
Yellow

Yellow Green

580-595

566-576
Transparent

2.1

2.2

2.6

2.6

40

50
50

BL-BKTG8274
Yellow

Green

586-594

520-535
White Diffused

2.0

3.2

2.6

3.6

660

380
50

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

    4MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 

0.5(.02)

SQ. TYP.

1.0(.039) MIN. 
25.4(1.0) MIN.

5.0(.197)

8.62(.339)

2.54(.10)

NOM. 

5.7(.22)

1.0(.039)

Cathode



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB51V4 Blue 460-475 Color Diffused 3.2 3.6 500 35

BL-B2134 Yellow  Green 566-576 Color Diffused 2.2 2.6 40 35

BL-BGE334 Yellow  Green 566-576 Transparent 2.0 2.6 1400 12

BL-B3134 Yellow 580-595 Color Diffused 2.1 2.6 35 35

BL-BKB334 Yellow 582-592 Transparent 2.1 2.6 3200 12

BL-BJC234 Amber 600-612 White Diffused 2.0 2.6 750 15

BL-BA1134 Amber 603-615 Color Diffused 2.1 2.6 60 35

BL-BJY534 Orange Red 620-630 Color Diffused 2.0 2.6 850 35

BL-BUF334 Red 625-637 Transparent 2.1 2.6 3600 12

Lens

Appearance
Part No.

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Typ Max Typ

BL-B2134Q Yellow Green 566-576 Color Diffused 2.2 2.6 80 55

BL-BUF134Q Red 625-637 Color Diffused 2.1 2.6 280 55

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)
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0.5(.02) 

SQ. TYP.

1.0(.04)

8.62(.339)25.4(1.0) MIN.

1.0(.039) MIN.

Cathode

5.0(.197)

2.54(.10) NOM.

5.7(.22)

0.5(.02)

SQ. TYP.

7.6(.299)

5.10(.200)

1.0(.039) MIN. 

25.4(1.0) MIN.

2.54(.10)

NOM. 

1.0(.04)

Cathode

5.60(.220)

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BBE3K4B Blue 460-475 Transparent 3.2 3.6 1600 60

BL-B4534B Red 625-638  Color Diffused 2.1 2.6 25 30

BL-BUF334B Red 625-637 Transparent 2.1 2.6 570 30

Part No.
Emitted

Color

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-BB31V4N Blue 460-475 Color Diffused 3.2 3.6 600 35

BL-B2134N Yellow Green 566-576 Color Diffused 2.2 2.6 45 40

BL-B3434N Yellow 580-595 Color Transparent 2.1 2.6 210 20

BL-BKC134N Yellow 586-594 Color Diffused 2.0 2.6 470 40

BL-BJY3V4N Orange Red 620-630 Transparent 2.0 2.6 4200 20

BL-B4534N Red 625-638 Color Diffused 2.1 2.6 40 40

BL-BUF334N Red 625-637 Transparent 2.1 2.6 1100 20

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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25.4(1.00) MIN.
1.0(.039) MIN.

0.5(.020)

SQ.TYP.

0.60(.024)

4.40(.173)

4.80(.189)
2.54(.100)

NOM.

Cathode

5.90(.232)

0.5(.02) 

SQ. TYP.

25.4(1.0) MIN.

Cathode

5.0(.197)

8.5(.334)
1.0(.039) 

MIN. 

2.54(.10) 

NOM. 5.0(.197)

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-B2133 Yellow Green 566-576 Color Diffused 2.2 2.6 45 40

BL-B3133 Yellow 580-595 Color Diffused 2.1 2.6 65 40

BL-B4533 Red 625-638 Color Diffused 2.1 2.6 65 40

BL-BUB1V3 Red 624-634 Color Diffused 2.0 2.6 320 60

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

Color

λd

(nm)

Typ Max Typ

BL-BB51V3N Blue 460-475 Color Diffused 3.2 3.6 660 40

BL-B2133N Yellow Green 566-576 Color Diffused 2.2 2.6 45 40

BL-B3133N Yellow 580-595 Color Diffused 2.1 2.6 60 40

BL-BUB333N Red 624-634 Transparent 2.0 2.6 850 40

BL-B4533N Red 625-638 Color Diffused 2.1 2.6 40 40

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)
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25.4(1.0) MIN.

4.7(.185)

0.5(.02)

SQ. TYP.

2.54(.10)

NOM.

1.0(.039) MIN. 

CATHODE

7.3(.287)

4.7(.185)

CATHODE

7.5(.295)

4.8(.189) 4.8(.189)

0.5(.02)

 SQ. TYP.

25.4(1.0) MIN.
1.0(.039) MIN.

2.54(.10)

 NOM.

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB31V4V Blue 460-475 Color Diffused 3.2 3.6 700 35

BL-BGE1V4V Yellow Green 566-576 Color Diffused 2.0 2.6 150 35

BL-BKC3V4V Yellow 586-594 Transparent 2.0 2.6 4000 15

BL-BJZ3V4V Orange Red 616-628 Transparent 2.0 2.6 8000 15

BL-BUF1V4V Red 625-637 Color Diffused 2.1 2.6 470 35

BL-BUF3V4V Red 625-637 Transparent 2.1 2.6 1570 15

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

Typ Max Typ

BL-BG63V7M Green 515-535 Transparent 3.2 3.6 30000 8

BL-BD0337M Red 638-648 Transparent 1.8 2.6 700 8

Part No.
Emitted

Color

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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8.7(.342)
1.0(.039) MIN. 

25.4(1.0) MIN.

2.54(.10)

NOM. 

0.5(.02)

SQ. TYP.

1.0(.04)

Cathode

5.9(.232)

4.98(.196)

8.6(.338)

5.0(.197)

25.4(1.0) MIN.

1.0(.039) MIN.

2.54(.10)

NOM.

0.5(.02)

SQ. TYP.

Cathode

5.6(.220)4.50(.177)

1.0(.04)

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BGE3V7H Yellow Green 566-576 Transparent 2.0 2.6 210 60

BL-BJD5V7H Orange Red 620-630 Color Diffused 2.1 2.6 300 70

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-BB53V7N Blue 460-475 Transparent 3.2 3.6 3700 20

BL-B4537N Red 625-638 Color Diffused 2.1 2.6 40 45

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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0.5(.02)

SQ. TYP.

1.0(.039) MIN. 

4.8(.189)

8.6(.339)25.4(1.0) MIN.

2.54(.10)

NOM. 

Cathode

4.8(.189)

4.8(.189)

24.0(.945) MIN.

Cathode

0.5(.02)

SQ. TYP.

2.54(.10)

 NOM. 

1.0(.039) MIN.
8.4(.331)

4.8(.189)

R2.3(.091)

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-BB539B Blue 460-475 Transparent 3.2 3.6 400 50

BL-BG639B Green 515-535 Transparent 3.2 3.6 4800 50

BL-BJE3VB Orange Red 615-628 Transparent 2.0 2.6 200 120

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)
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4.80(.189)2.54(.100) 

NOM.

0.5(.02) SQ.TYP.

1.50(.059)

5.80(.228)
25.4(1.00) MIN.

1.00(.039)

MIN.

4.7(.185)

Cathode

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 

5.0(.197)

5.7(.22)

0.5(.197)

SQ TYP.

1.3*3=3.9(.154)

1.3(.051) -
-

+

-

21.0(.827)MIN. 8.62(.339)

1.0(.039)

2.0(.079)MIN.

Typ Max Typ

BL-BGKB5JZ2C4G-B

Green

Blue

Orange Red

510-530

460-475

615-628

 White Diffused

3.2

3.2

2.0

3.6

3.6

2.6

1280

290

1360

75

BL-BBEGKJZ3C4G-B

Blue

Green

Orange Red

460-475

510-530

615-628

Transparent

3.2

3.2

2.0

3.6

3.6

2.6

2100

4500

2900

65

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  
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Typ Max Typ

BL-BEG204
Red

Yellow Green

617-638

566-576
White Diffused

2.1

2.2

2.6

2.6

35

35
50

BL-BJEB3204
Orange Red

Blue

615-625

460-475
White Diffused

2.0

3.2

2.6

3.6

500

270
50

Viewing

Angle

2θ1/2

(deg)

IV(mcd)

@IF=20mA

Vf(V)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

Typ Max Typ

BL-BGEKCUF2C4V

Yellow Green

Yellow

Red

566-576

586-594

625-637

 White Diffused

2.0

2.0

2.1

2.6

2.6

2.6

150

450

300

55

BL-BGKB5JE2C4V

Green

Blue

Orange Red

510-530

460-475

615-628

 White Diffused

3.2

3.2

2.0

3.6

3.6

2.6

1180

340

300

55

BL-BG6B4J73C4V

Green

Blue

Orange Red

515-535

460-475

615-630

Transparent

3.2

3.2

2.2

3.6

3.6

2.6

4500

600

1200

40

Part No.
Lens

Appearance

Emitted

Color

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

    5MM ROUND TYPE 

Unit: mm (inch) 

Unit: mm (inch) 

2.0(.079) MIN. 
21.0(.827) MIN.

1.0(.039) 

8.62(.339)

2.54(.10)

NOM.  

2.54(.10)

NOM. 

0.5(.020)

SQ. TYP.

5.0(.197)

5.7(.224)

+

_

+

5.9(.232)

0.5(0.197)

SQ TYP.
7.7(.303)

4.98(.196)

21.0(.827)MIN.
2.0(.08)MIN.

1.3*3=3.9(.154)

1.3(.051)

5(.197)

1.0(.040)

_

+
+

+



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

     BLINKING LAMP TYPE 
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Min Typ Max Typ

BB-BB5374 Blue 460-475 Transparent 90 40

BB-BGE374 Yellow Green 566-576 Transparent 30 40

BB-B4574 Red 625-638 Color Diffused 15 50

BB-BKC374 Yellow 586-594 Transparent 60 40

IV(mcd)

@IF=20mA
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

2.4 2.8

Part No.

2.0

Emitted

 Color

λd

(nm)

Pulse Rate(Hz)

@VDD:5V

8.62(.339)

1.0(.04) 0.5(.02)

SQ. TYP.

25.4(1.0) MIN.
1.0(.039)

 MIN. 

2.54(.10)

 NOM. 
Cathode

5.7(.22)

5.0(.197)

RL

0.5(.02)

SQ. TYP.

1.0(.039)

 MIN. 

25.4(1.0) MIN.

5.0(.197)

8.62(.339)

2.54(.10)

NOM. 

5.7(.22)

Cathode

1.0(.04)

Typ Max Typ Max Typ

BR-B2134-1-15VYellow Green 566-576 Color Diffused - 45 40

BR-B3134-1-15V Yellow 580-595 Color Diffused - 13 40

BR-B4534-1-15V Red 625-638 Color Diffused - 60 40

Operating

Voltage

 (V)

Forward

Current

(mA)

11 1415

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

IV(mcd)

@IF=20mA
Emitted

 Color

λd

(nm)

    RESISTOR LAMP TYPE 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-B2130A Yellow Green 566-576 Color Diffused 2.2 2.6 6.0 50

BL-BGE130A Yellow Green 566-576 Color Diffused 2.0 2.6 18 50

BL-B4530A Red 625-638 Color Diffused 2.1 2.6 10 50

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Typ Max Typ

BL-B2139 Yellow Green 566-576 Color Diffused 2.2 2.6 30 45

BL-B3139 Yellow 580-595 Color Diffused 2.1 2.6 33 45

BL-B4539 Red 625-638 Color Diffused 2.1 2.6 32 45

BL-BJE539  Orange Red 615-628 Color Diffused 2.0 2.6 350 45

Vf(V)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

    10MM ROUND TYPE 
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9.2(.362)

2.54(.100)

NOM.

2.0(.079)
0.5(.02) 

SQ.TYP.

11.0(.433)
1.0(.039)MIN.

25.4(1.00) MIN.

8.0(.315)

Cathode

    8MM ROUND TYPE 

25.4(1.00) MIN. 13.6(.535)
1.0(.039)

MIN.

10.0(.394)

0.5(.02)

SQ. TYP.

2.0(.079)

Cathode

2.54(.100)

NOM.
10.9(.429)

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-R2130 Yellow Green 566-576 Color Diffused 2.2 2.6 9.0 150

BL-R3130 Yellow 580-595 Color Diffused 2.1 2.6 6.0 150

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-R2131 Yellow Green 566-576 Color Diffused 2.2 2.6 7.0 120

BL-R3131 Yellow 580-595 Color Diffused 2.1 2.6 7.0 120

BL-R4531 Red 625-638 Color Diffused 2.0 2.6 7.0 120

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

Color

λd

(nm)
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2.0(.079)

2.54(.100)

NOM.

1.0(.039)

MIN.

4.0(.157)

25.4(1.00) MIN.

Cathode

4.0(.157)

7.0(.276)

0.5(.02) 

SQ. TYP.

7.1(.280)25.4(1.0)

 MIN.

5.0(.197)

0.5(.02)

SQ. TYP.

0.85(.033)

CATHODE

2.54(.10)

NOM. 

5.9(.232)

5.1(.201)

1.0(.04)

 MIN.

    RECTANGULAR 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-R2141F Yellow Green 566-576 Color Diffused 2.2 2.6 20 100

BL-R31V1F  Yellow 580-595 Color Diffused 2.1 2.6 12 100

BL-RUB1V1F Red 624-634 Color Diffused 2.0 2.6 80 100

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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1.0(.039)

 MIN.

25.4(1.0)

 MIN.

2.54(.10)

NOM. 

0.5(.02) 

SQ. TYP.

3.1(.122)

CATHODE

4.0(.157)
1.9(.075)

3.3(.130)

    RECTANGULAR 

Unit: mm (inch) 

Typ Max Typ

BL-R2132N Yellow Green 566-576 Color Diffused 2.2 2.6 6.0 125

BL-R3132N  Yellow 580-595 Color Diffused 2.1 2.6 7.0 125

BL-R6132N Red 638-648 Color Diffused 2.0 2.6 12 130

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Unit: mm (inch) 

1.5(.059)

MAX.0.5(.02)

SQ. TYP.

7.0(.276)25.4(1.00) MIN.
1.0(.039)

 MIN.

CATHODE

2.54(.10)

NOM.

2.0(.079)

5.05(.198)5.0(.197)



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-R2132 Yellow Green 566-576 Color Diffused 2.2 2.6 5.0 120

BL-RGE132 Yellow Green 566-576 Color Diffused 2.0 2.6 20 120

BL-R4532 Red 625-638 Color Diffused 2.0 2.6 5.0 120

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Typ Max Typ

BL-R2132B Yellow Green 566-576 Color Diffused 2.2 2.6 5.0 120

BL-R3132B  Yellow 580-595 Color Diffused 2.1 2.6 4.0 120

BL-R4532B Red 625-638 Color Diffused 2.0 2.6 5.0 120

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

IV(mcd)

@IF=20mA

Vf(V)

@IF=20mA

Page27 

2.54(.10)

NOM. 

6.3(.248)
25.4(1.00)

MIN.

CATHODE

4.8(.189)

2.8(.11)

4.9(.193)

0.5(.02)

SQ. TYP.

1.0(.039)

MIN.

0.7(.03)

    RECTANGULAR 

Unit: mm (inch) 

Unit: mm (inch) 

2.54(.100)

NOM.

1.0(.039) 

MIN.

5.0(.197)

Cathode

25.4(1.00) 

MIN.

1.8(.071)

6.0(.236)

 5.1(.201)

2.8(.110)

0.5(.02) 

SQ.TYP.



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Typ Max Typ

BL-R2139A Yellow Green 566-576 Color Diffused 2.2 2.6 4.5 130

BL-R3139A Yellow 580-595 Color Diffused 2.1 2.6 4.0 130

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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    RECTANGULAR 

Unit: mm (inch) 

6.8(.268)2.54(.10) 

NOM.

1.0(.039)

 MIN.

25.4(1.00) MIN.

Cathode

7.8(.307)

6.9(.272)

2.4(.094)

0.5(.02) 

SQ.TYP.

Typ Max Typ

BL-R2139-T Yellow Green 566-576 Color Diffused 2.2 2.6 8 130

BL-R3139-T  Yellow 580-595 Color Diffused 2.1 2.6 9 130

BL-R4539-T Red 625-638 Color Diffused 2.0 2.6 7 130

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Unit: mm (inch) 

1.0(.039) 

MIN.

2.54(.100)

NOM.
6.8(.268)

1.5(.059)

MAX.

25.4(1.00) MIN.

Cathode

7.8(.307) 2.6(.102)

7.0(.276)

0.5(.020)

SQ.TYP.
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Typ Max Typ

BL-R2130N Yellow Green 566-576 Color Diffused 2.2 2.6 5.0 150

BL-R3130N Yellow 580-595 Color Diffused 2.1 2.6 6.0 150

BL-R4530N Red 625-638 Color Diffused 2.0 2.6 8.0 150

BL-RUF130N Red 625-637 Color Diffused 2.1 2.6 50 150

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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Typ Max Typ

BL-R213P Yellow Green 566-576 Color Diffused 2.2 2.6 8.0 120

BL-R313P Yellow 580-595 Color Diffused 2.1 2.6 7.0 120

BL-R453P Red 625-638 Color Diffused 2.1 2.6 15 120

Viewing

Angle

2θ1/2

(deg)

IV(mcd)

@IF=20mA

Vf(V)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

5.0(.197)2.54(.10)

NOM 

1.0(.039)MIN.

5.0(.197)

0.5(.02)

SQ. TYP.

25.4(1.0) MIN.

CATHODE

5.0(.197)

7.1(.280)

    RECTANGULAR 

Unit: mm (inch) 

Unit: mm (inch) 

6.3(.248)6.3(.248)

Anode

2.54(.100)

NOM.

1.0(.039) MIN.
25.4(1.00) MIN.

2.0(.079)

6.6(.260) 3.7(.146)

0.5(.02) 

SQ.TYP.
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    RECTANGULAR 

Unit: mm (inch) 

Typ Max Typ

BL-R2144T Yellow Green 566-576 Color Diffused 2.2 2.6 25 80

BL-R3144T Yellow 580-595 Color Diffused 2.1 2.6 25 80

BL-RUF144T Red 625-637 Color Diffused 2.1 2.6 130 80

Viewing

Angle

2θ1/2

(deg)

IV(mcd)

@IF=20mA

Vf(V)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)

1.75(.069)

2.54(.100)

NOM.

1.0(.039)

 MIN.

7.0(.276)
25.4(1.00) MIN.

6.12(.241)

0.5(.020) 

SQ.TYP.

CATHODE

3.9(.154) 3.9(.154)

1.75(.069)

Typ Max Typ

BL-RBX3N1U Blue 460-475 Transparent 3.2 3.6 550 60

BL-R2141U-HS-LGT Yellow Green 566-576 Color Diffused 2.2 2.6 15 130

BL-R31V1U-HS-NP Yellow 580-595 Color Diffused 2.1 2.6 15 135

Viewing

Angle

2θ1/2

(deg)

IV(mcd)

@IF=20mA

Vf(V)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Unit: mm (inch) 

3.0(.118)

4.1(.161)25.4(1.0) MIN.
1.0(.039)

 MIN.

0.5(.02)

SQ.TYP.

CATHODE

2.54(.10)

NOM. 

1.90(.075)

3.0(.118)

1.90(.075)
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Typ Max Typ

BL-CB41V2 Blue 460-475 Color Diffused 3.2 3.6 40 130

BL-C2142 Yellow Green 566-576 Color Diffused 2.2 2.6 7.0 130

BL-C3142 Yellow 580-595 Color Diffused 2.1 2.6 6.5 130

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ Max Typ

BL-CGE3V5 Yellow Green 566-576 Transparent 2.0 2.6 30 120

BL-CKC3V5 Yellow 584-594 Transparent 2.0 2.6 110 120

BL-CUB345 Red 624-634 Transparent 2.0 2.6 60 120

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

λd

(nm)

    CYLINDRICAL 

3.0(.118)

3.80(.150)1.0(.039) MIN.
25.4(1.0) MIN.

2.54(.100)

NOM.
 3.0(.118)

0.5(.020)

SQ. TYP. 
0.9(.035) 

6.1(.240)

Cathode

1.0(.039) MIN.

25.4(1.00) MIN.
3.8(.15)

0.5(.02) 

SQ. TYP.
1.0(.039) 

Cathode

2.54(.100)

NOM. 
3.0(.118)

3.6(.14)

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-SB52V2 Blue 460-475  White Diffused 3.2 3.6 55 100

BL-SGE132 Yellow Green 566-576 Color Diffused 2.0 2.6 13 100

BL-SKC132 Yellow 586-594 Color Diffused 2.0 2.6 60 100

BL-S4132 Red 625-638 Color Diffused 2.0 2.6 4.5 100

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Typ Max Typ

BL-SG63V6 Green 515-535 Transparent 3.2 3.6 2000 90

BL-S3136  Yellow 580-595 Color Diffused 2.1 2.6 6.0 70

BL-S4136 Red 625-638 Color Diffused 2.0 2.6 6.5 70

Part No.
Emitted

 Color

λd

(nm)

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

4.8(.189)

0.5(.02) SQ.TYP.

25.4(1.00) MIN.1.0(.039)

MIN.

Cathode

2.54(.100)

NOM.

4.6(.181)

3.5(.138)

2.0(.079)

4.6(.181)

2.5(.098)

Cathode

5.0(.197)

3.0(.118)

2.6(.102)

3.4(.134)

1.2(.047)

5.5(.217)

0.5(.02) SQ.TYP.

25.4(1.00) MIN.

1.0(.039)

MIN.

2.54(.100)

NOM.

    TOWER 

Unit: mm (inch) 

Unit: mm (inch) 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

Page33 

Typ Max Typ

BL-S2158D Yellow Green 564-576 Color Diffused 2.2 2.6 40 55

BL-SGE358D Yellow Green 566-576 Transparent 2.0 2.6 390 40

BL-S3158D Yellow 580-595 Color Diffused 2.1 2.6 30 55

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Typ Max Typ

BL-S2149A Yellow Green 564-576 Color Diffused 2.2 2.6 15 120

BL-S3149A  Yellow 580-595 Color Diffused 2.1 2.6 15 120

BL-S5149A Red 625-638 Color Diffused 2.3 2.6 1.0 120

Part No.
Emitted

 Color

λd

(nm)

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

    TOWER 

Unit: mm (inch) 

Unit: mm (inch) 

1.8(.071)

1.5(.059)

 MAX.

1.8(.071)

1.3(.051)
25.4(.100) MIN.

2.54(.100)

NOM.

Cathode

1.0(.039)

MIN.

0.5(.02) SQ.

TYP.

2.4(.094)

3.4(.134)

1.7R(.067)

2.7(.11)

1.5(.059)

 MAX.

2.54(.100) 

NOM.

1.0(.039)

 MIN.

Cathode

25.4(1.00) MIN.

0.5(.02)

SQ. TYP.

3.7(.145)

2.75(.11)

1.6(.062)

2.0(.078)

3.1(.122)

0.5(.02)

1.5(.06)

3.5(.137)

0.5(.02)
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Typ Max Typ

BL-T3141-T Yellow 580-595 Color Diffused 2.1 2.6 10 120

BL-T4531-T Red 625-638 Color Diffused 2.0 2.6 6.5 120

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

    OVAL 

Typ Max Typ

BTL-WKT3R4J-1-LS Yellow 586-594 Transparent 2.0 2.6 15000
30(X-X)

15(Y-Y)

BTL-WJL3R4J-1-LS Orange Red 620-630 Transparent 2.1 2.6 20000
45(X-X)

20(Y-Y)

BTL-WJU3R4J-1-LS Orange Red 620-630 Transparent 2.0 2.6 15000
30(X-X)

15(Y-Y)

Part No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

8.56

7.85

7.92

11.45

CATHODE 

25.4(1.00) MIN.
1.0(.039)

 MIN.

2.54(.10)

NOM.

0.5(.020)

SQ.TYP.

    TRIANGULAR 

25.4(1.00) MIN.
1.0(.039)

MIN.

2.54(.100)

NOM.

5.5(.217)

7.0(.276)

5.5(.217)

Cathode

60°x3X

0.5(.020)SQ.TYP.

Unit: mm (inch) 

Unit: mm (inch) 
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    TAPED LED INFRARED EMITTING DIODE 
SELECTIONGUIDE: 

T  x   x   xx    x A: ANODE LEAVE FIRST   B: CATHODE LEAVE FIRST 
FEED  HOLE TO BOTTOM OF COMPONENT OPTIONS (H1) 
S: 2.54mm PITCH STRAIGHT LEADS.  
F: 5.08mm PITCH PREFORMED LEADS 
R: REEL TYPE    B: AMMO TYPE 
TAPED 

REEL TYPE: 

ITEM SYMBOL 

SPECIFCATION 

Minimun Maximum 

mm Inch mm inch 

Rell Diameter D 78.20 3.079 380.00 14.96 

Core Diameter D1 34.90 1.374 102.00 4.02 

H UB Recess Inside Diameter D2 28.60 1.126 88.00 3.47 

Ardbor Hole Diameter D3 13.80 0.543 38.10 1.5 

Overall Reel Thickness T — — 57.20 2.25 

Inside Reel Flange Thick T1 30.00 11.81 50.00 1.97 

D
3

D
2

D
1

D

T

T1
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    TAPED LED INFRARED EMITTING DIODE 

ITEM SYMBOL 

SPECIFCATION 

Minimun Maximum 

mm Inch mm inch 

Overall Length L 325.00 12.80 340.00 13.40 

Overall Width W 245.00 9.65 276.00 10.87 

Overall Thickness H 50.00 1.97 60.00 2.36 

W

L

H

AMMO TYPE: 
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    TAPED LED INFRARED EMITTING DIODE 

ITEM SYMBOL 

SPECIFCATION 

Minimum Maximum 

mm Inch mm inch 

Tape Feed Hole DIAMETER D 3.80 0.149 4.20 0.165 

Componet Lead Pitch 
Straight Leads F 2.30 0.091 3.00 0.118 

Preformed Lead 4.80 0.188 5.80 0.228 

Front To Rear Deflection ΔH — — 2.00 0.078 

Feed Hole To Seating Plane H 14.50 0.571 15.50 0.061 

Feed Hole To Bottom Of 
Component 

Straight 
Leads 

TxS18x H1 17.50 0.689 18.50 0.728 

TxS22x 21.50 0.846 22.50 0.886 

TxS26x 25.50 1.004 26.50 1.043 

Preform
ed 

Leads 
 

TxF18x H1 17.50 0.689 18.50 0.767 

TxF22x 19.50 0.748 20.50 0.826 

TxF26x 22.50 0.886 23.50 0.965 

Feed Hole To Overall Component H2 — — 32.00 1.259 

Lead Length After Component Height L W0 11.00 0.433 

Feed Hole Pitch P 12.40 0.488 13.00 0.511 

Lead Location 
Straight Leads P1 4.40 0.173 5.80 0.228 

Preformed Leads 3.15 0.124 45.50 0.179 

Center Component Location P2 5.05 0.198 7.56 0.301 

Overall Taped Package Tickness T — — 1.42 0.056 

Feed Hole Location W0 8.50 0.334 9.75 0.384 

Adhesie Tape Width W1 9.50 0.374 10.50 0.413 

Adhesie Tape Position W2 0 0 4.00 0.157 

Taped Width W3 17.50 0.689 19.00 0.748 
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    TAPED LED INFRARED EMITTING DIODE 

TxSxxx(2.54  PITCH  STRAIGHT  LEADS) 

TxFxxx(5.08  PITCH  PREFORMED  LEADS) 

USER DIRECTION OF FEED

P2

L Wo

P

P1 F

H1

H2

TxSxxx (2.54 PITCH STRAIGHT LEADS)

-  +

W2

W3
W1

D T

5.0(.197)

8.6(.34)

5.7(.224)

H2

8.62(.339)

H1

TxFxxx (5.08 PITCH PREFORMED LEADS)

L H

A
no

de

USER DIRECTION OF FEED

P1 F

P

Wo

4.3(169)±0.5

5.00(.197)

W2

T

W3

D

5.70(.224)

NOTE: 1.The permission of fallen off is withn continous 3pcs 
            2.The edge of the tape has the space longer than at least 4 LEDS. 
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Typ Max Typ

BL-C9/G-41K Yellow Green 566-576 Color Diffused 2.2 2.6 35 45

BL-C9/I-41K Red 625-638 Color Diffused 2.0 2.6 35 35

BL-C9/S-41K Red 638-648 Color Diffused 1.8 2.6 50 35

BL-C9/Y-41K Yellow 580-594 Color Diffused 2.1 2.6 45 35

BL-C9/B5-V1K  Blue 460-475 Color Diffused 3.2 3.6 340 35

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Typ Max Typ
BL-C7C/G-V1J-AA-LC3.2-T10 Yellow Green 566-576 Color Diffused 2.0 2.5 20 35
BL-C7C/GJC-V1J-AA-LC3.2 Yellow Green 566-576 Transparent 2.0 2.6 690 30

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

 Color

3.0(.118)

7.4(.291)

2.54(.100)

NOM.

3.4(.134)

MIN

C
a
th

o
d
e

5.1(.201)

0.5(.02)

SQ. TYP.

4.6(.181) 2.4(.094) TYP.

4.75(.187)

90 5

6.5(.256)

7.4(.291)

3.2±0.5

(.125±.02)

5.0(.197)

0.5(.020)

SQ.TYP.

2.54(.100)

4.6(.181)
6.5(.260)

90°±5°

2.2(.087)

6.95(.274)

3.0(.118)

Cathode

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-C32A/G-41K Yellow Green 566-576 Color Diffused 2.2 2.6 35 45

BL-C32A/I-41K Red 625-638 Color Diffused 2.0 2.6 35 45

BL-C32A/Y-41K Yellow 580-594 Color Diffused 2.1 2.6 35 45

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

 Color

λd

(nm)

Lens

Appearance

Typ Max Typ

BL-C41/G-33N Yellow Green 566-576 Color Diffused 2.2 2.6 105 40

BL-C41/ST-33N Red 638-648 Color  Transparent 2.0 2.6 230 30

BL-C41-KB-V3N Yellow 580-594 Color Diffused 2.1 2.6 300 40

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

 Color

λd

(nm)

Lens

Appearance

0.5(.020) 

SQ. TYP.

4.8(.189)

3.0(.118)

3.4(.134)MIN

C
a

th
o
d

e

5.1(.200)

3.3(.130) TYP. 9.1(.358)

90 5

6.0(.236)

3.0(.118)

2.54(.100) NOM.

6.0(.236)

2.5(.098) TYP.

0.5(.020)

 SQ.TYP.

2.54(.100) NOM.

4.0(.157)

6.35(.250)

Cathode

3.4(.134) MIN.

4.2 0.5 .165 .020

5.3(.209)

3.0(.118)

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-C7H/IY-V1J-AA
Red

Yellow

625-638

580-595
Color Diffused

2.1

2.1

2.6

2.6

35

45
35

BL-C7H/NG-V1J-AA Yellow Green 566-576 Color Diffused 2.2 2.6 40 35

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Typ Max Typ

BL-C34/YG-41K
Yellow

Yellow Green

580-595

566-576
Color Diffused

2.1

2.2

2.6

2.6

50

35
45

BL-C34/2EGW-71K
Red

Yellow Green

625-638

566-576
White Diffused

2.0

2.2

2.6

2.6

8

10
40

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

 Color

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
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0.5(.020)

SQ. TYP.

9.6(.378)

3.4(.134)MIN.

4.3(.169)

2.54(.100)

NOM.

5.0(.197)

2.5(.098)

8.2(.012)

2.3(.09)

TYP.

3.0(.118)

Cathode 4.2(.165)2.54(.100)

9.6(.378)

9.0(.354)

5.05(.199)

3.0(.118)

Cathode
7.52(.296)

90 5

2.65(.104)

2.5(.098) TYP.

0.5(.020)

SQ. TYP.

4.3(.169)

3.4(.134)MIN

2.54(.100)

5.0(.197)

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-C34M/3G-41J   Yellow Green 566-576 Color Diffused 2.1 2.6 40 30

BL-C34M/HGY-41J

 Red

Yellow Green

Yellow

650

566-576

580-595

Color Diffused

2.3

2.1

2.1

2.6

2.6

2.6

3.5

40

30

35

BL-C34M/3Y-41J Yellow 580-595 Color Diffused 2.1 2.6 45 35

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

 Color

λd

(nm)
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Typ Max Typ

BL-C61/G-33N Yellow Green 566-576 Color Diffused 2.2 2.6 45 40

BL-C61/H-33N Red 650 Color Diffused 2.3 2.6 3.0 40

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

 Color

λd

(nm)

Lens

Appearance

90°±5°
0.5(.020)

SQ. TYP.

2.54(.100)

6.0(.236)

3.0(.118)

3.4(.135) MIN.

Cathode

6.0(.236)

3.0(.118)

4.8(.189)

3.5(.138) TYP. 6.0(.238)

5.0(.197)

Cathode

2.6(.100)

3.0(.118)

2.5(.100)

11.56(.455)

4.5(.175)

0.5(.02) 

SQ.TYP.

2.5(.100)

3.0(.118) 

TYP.

2.54(.100)

4.5(.177)

3.4(.134) MIN.

15.30(.602)

7.6(.300)

12.7(.500)

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-C36A/UBB3W-01G-26F
Red

Blue

627-637

460-475
White Diffused

2.0

3.2

2.6

3.6

95

180
60

BL-C36A/JDGEW-01G
Orange Red

Yellow Green

620-630

566-576
White Diffused

2.0

2.2

2.6

2.6

230

200
50

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)
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Typ Max Typ

BL-C36/EGW-04
Red

Yellow Green

625-638

566-576
White Diffused

2.1

2.2

2.6

2.6

50

 70
50

BL-C36/YGW-04

Yellow

   Yellow

Green

580-595

566-576
White Diffused

2.1

2.2

2.6

2.6

70

 70
50

Viewing

Angle

2θ1/2

(deg)

λd

(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 

7.60(.299)

90 5

7.5(.295)

9.50(.374)6.2(.244) 

-+ +

5.00(.197)

0.5(.020)

SQ.TYP.

2.54(.100)

NOM.

3.4(.134) MIN.

7.6(.299)

2.54(.100)

NOM.

3.85(.151)

6.4(.252)

3.4(.134)MIN
1.8(.071)

2.54(.10)

NOM.

2.54(.10)

NOM.

7(.276)

8.7(.342)

2.54(.10)

90 5

7.5 0.5(.295 .02)

1.0(.039)

6.35(.250)

1.0(.039)

3.2(.126)

2.94(.115)

4.0(.157)

_
+ +
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Typ Max Typ

BL-C9V/GEUBW-01G
Yellow Green

Red

566-576

625-637
White Diffused

2.0

2.0

2.6

2.6

225

400
40

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 

2.54(.01) 

NOM.

5.08±0.5

(.20±.02)

2.5(.098)7.0(.276) 6.35(.25)

_
+ +

3.0(.118)
7.3(.287)

5.0(.197)

2.54(.01)

 NOM.

3.4(.134)MIN

3*3.7(.1457)

0.8*45° (cathode marks﹐

3.0±0.5
(.118±.02)

9.
9(

.3
89

)

11
.4

(.
44

9)

1.
5(

.0
59

)

Y---->BL-R3132X-P-T-AA

LED:R---->BL-RS0132X-P-T-AT

+

-

YR PG

PG--->BL-RW0132X-P-T-AA

5.00(.197)

4*2.54(.100)

6.
5(

.2
56

)

16.7(.657)

16.7(.657)

1.80(.071)

Typ Max Typ

BL-C22M-A-AA

Red

Yellow

Pure Green

638-648

580-595

554-568

Color Diffused

1.8

2.1

2.1

2.6

2.6

2.6

 6

 3

2.5

130

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)
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Typ Max Typ

BL-C35N/3G-32-LC4 Yellow Green 566-576 Color Diffused 2.2 2.6 35 55

BL-C35N/3S-32-LC4 Red 638-648 Color Diffused 2.0 2.6 30 55

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

 Color

λd

(nm)

Lens

Appearance

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 

6.20(0.244)

18.90(.744)

6.20(.244)

6.20(0.244)

6.50(.256)

*4.00(.157)±0.5(.02)
4.0(.157)

4.50(.177)

2.54(0.10)

0.50(.020)

SQ TYP.

CATHODE

2.54(.100) NOM.

4.5(.177)

5.08(.200)

0.5(.020) 

SQ.TYP.

5.08(.200)

2.54(.100)

5.08(.200)

3.0(.118)

4.1(.161) TYP.

6.34(.25)

4.44(.175)

20.30(.799)

3.58±0.5

(.141±.02)

10.70(.421)

I

G

C
a
th

o
d
e

90 5

Typ Max Typ

BL-C34S/NIGN-A1J
Hi-Eff Red

Yellow Green

617-638

560-574
Color Diffused

2.0

2.2

2.6

2.6
25              30 35

BL-C34S/4G-A1J Yellow Green 560-574 Color Diffused 2.2 2.6 30 35

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Emitted

Color

λd

(nm)
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24.0(.944) MIN.

35.0(1.376)

8.5(.335)

1.0(.039)

2.54(.100)

C
a

th
o

d
e

1.8(.071)

5.2(.205) 7.0(.276)

2.5(.098)

6.2(.224)

0.5(.020)

SQ. TYP.

5.6(.220)

4.7(.185)

3.8(.150)
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Typ Max Typ

BL-C55/5G-38-P Yellow Green 566-576 Color Diffused 2.2 2.6 5 130

BL-C55/4G1H-38 
Yellow Green

Red

566-576

650
Color Diffused

2.2

2.3

2.6

2.6

5.0

0.4
130

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

 Color

λd

(nm)

Lens

Appearance

Typ Max Typ

BL-C22N-B

Yellow Green

 Yellow

Red

566-576

580-594

638-648

Color Diffused

2.2

2.1

1.8

2.6

2.6

2.6

5.0

6.0

3.0

135

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Emitted

 Color

λd

(nm)

Lens

Appearance

5.1(.201)

13.5±0.25

40.7±0.1

46.3±0.25

3.7±0.1 1.8±0.25

1.5±0.25

3±0.5(.118±.02)

6.5±0.25

5.0±0.25

 

BL-R2132X-P-T-AA

(TOP 

DIFFUSED)

 

BL-R3132X-P-T-AA

(TOP 

DIFFUSED)

 

BL-RS0132X-P-T-AA

(TOP 

DIFFUSED)

CATHODE
2.54(.100)

NOM.

0.8(.031)

0.8(.031)

-

+

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 
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Typ Max Typ

BL-C38I/G-S31-XXX Yellow Green 566-576 Color Diffused 2.2 2.6 15 75

BL-C38I/I-S31-XXX Red 617-638 Color Diffused 2.0 2.6 15 75

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

Typ Max Typ

BL-C38I/I-41T-450-LC14/15 Red 617-638 Color Diffused 2.0 2.6 35 35

BL-C38I/Y-41T-450-LC14/15 Yellow 580-595 Color Diffused 2.1 2.6 30 35

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

Emitted

Color

λd

(nm)

2.54(.10)

NOM.

0.5(.02)

SQ.TYP.

11.43(.450)

C
a
th

o
d
e

3.55(.140)

2.90(.114)

5.2(.205)

14.0±0.5

(.551±.02)
15.0±0.5

(.590±.02)

16.63±0.5

(.655±.02)
4.0(.157)

0.5(.02)

SQ.TYP

2.54(.01)

25.4(1.00) MIN.

1.0(.039) MIN.

0.5(.02) 

SQ.TYP.

2.54(.100)

NOM.
C

a
th

o
d
e

3.8(.150)

3.0(.118)

1.0(.039)

1.75(.069)

5.00(.197)

4.0(.157)
0.5(.02)

SQ.TYP

2.54(.01)

5.7(.224)

XXX

    HOLDER ASSEMBLY 

Unit: mm (inch) 

Unit: mm (inch) 
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LED使用注意事項 

BRIGHT 

LED 

Page48 



佰鴻工業股份有限公司 
BRIGHT LED ELECTRONICS CORP  

使用注意事項 說明 

電壓跟電流 1.LED的VF值會隨電流大小而改變 
2.並聯使用的注意事項 
3.定電流使用注意事項 

環境溫度 1.環溫過高對於LED的影響 
2.環境溫度與驅動電流 

ESD問題 LED對於ESD的敏感程度 

LED銲接 1.烙鐵銲接 
2.DIP銲接 
3.IR REFLOW銲接 

R(GaAsP/GaAs)低紅:Vf(typ.):1.7V  Vf(max.):2.0V 

 Bx(GaInN/GaN)藍色:Vf(typ.):3.5V  Vf(max.):4.0V 

 其他:Vf(typ.):2.0V  Vf(max.):2.6V 

LED使用注意事項 

電流與電壓 

電壓跟電流 
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藍色晶片波長會隨電流變化而改變,電流高時,波長變短 
此種變化對於客戶應用時的影響: 
1.藍光色差 
2.白光色差 

465

469

473

477

1 2 3 4 5 6 7 8 9 10

IF( mA)

λ d (nm)
IF(mA)
λ d (nm)

藍色晶片 波長與電流之關係 

電壓跟電流 
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min max min max

A 1.60 1.80 G 2.80 3.00

B 1.80 2.00 H 3.00 3.20

C 2.00 2.20 J 3.20 3.40

D 2.20 2.40 K 3.40 3.60

E 2.40 2.60 L 3.60 3.80

F 2.60 2.80 M 3.80 4.00

LED   Vf   BIN   SELECTION

BIN

CODE

Forward Voltage

（Vf：V）
BIN

CODE

Forward Voltage

（Vf：V）

2.4

2.6

2.8

3

3.2

3.4

3.6

20mA 5mA 2mA

VF

VF

應用電流造成VF變化後產生差異 
造成6pcs LED 電壓不同,同時也 
造成波長變化 
如果以分BIN臨界值來考量,則容易 
出現顏色不均的問題 

藍色晶片 波長與電流之關係 

電壓跟電流 
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舉例: 手機Keypad應用,客戶規格為  1.7mA,但是首批出貨時測試電流為5mA  
造成客戶組裝後出現色差 
經實際計算客戶應用電流 實際約為1.7~2mA  經重新分BIN後即改善 

電壓跟電流 

藍色晶片 波長與電流之關係 

＋ 3.6~4.2 V 

－ 

Vcc = 4.2V 

56Ω 

3.6－2.7 ( Led Vf ) ＝I (Led If) ×56 
I ＝0.9 ÷ 56 × 1000 
I ＝ 16.07 mA (12 pcs) 
One pcs LED current is 16.07mA÷12 
＝ 1.339 mA  (Min) 

Vcc = 3.6V 

4.2－2.8 ( Led Vf ) ＝I (Led If) ×56 
I ＝1.4 ÷ 56 × 1000 
I ＝ 25mA (12 pcs) 
One pcs LED current is 25mA÷12 
＝ 2.08 mA  (Max) 
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驅動方法 定電壓（驅動電壓12V） 定電流（A/單顆） 定電流（A/單顆） 

溫度 常溫 加熱 常溫 

點亮時間 24H 

LED表面温度：84.8℃ LED表面温度：82.3℃ LED表面温度：49.3℃ 

LED通過電流：90.7mA LED通過電流:50mA LED通過電流:50mA 

點亮狀況：1串變暗 點亮狀況：点亮正常 點亮狀況：点亮正常 

點亮時間 48H 

LED表面温度：82.3℃ LED表面温度：76.2℃ LED表面温度：48.8℃ 

LED通過電流：87.8 mA LED通過電流:50mA LED通過電流:50mA 

點亮狀況：1串變暗 點亮狀況：点亮正常 點亮狀況：点亮正常 

點亮時間 72H 

LED表面温度：101℃ LED表面温度：80.2℃ LED表面温度：57℃ 

LED通過電流：89.2mA LED通過電流:50mA LED通過電流:50mA 

點亮狀況：兩串變暗 點亮狀況：點亮正常 點亮狀況：點亮正常 

點亮時間 120H 

LED表面温度：100.37℃ LED表面温度：79.6℃ LED表面温度：57.6℃ 

LED通過電流：86.4mA LED通過電流:50mA LED通過電流: 50mA 

點亮狀況：兩串變暗 點亮狀況：點亮正常 點亮狀況：點亮正常 

環境溫度 

藍色晶片 波長與電流之關係 
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LED經過高溫以及過高的電流點亮 
1.線材周圍的樹脂膠已經被燒黑 
2.如繼續高溫點亮 
   a.晶片周圍樹脂膠也將開始黃化,最後出現亮度衰減 

環境溫度 

紅外線燈 溫度與電流之關係 

環境溫度增加,LED會出現以下的一些變化 
1.溫度上升, LED VF會下降 (輕微變化) 
2.VF下降會造成 定電壓設計支電路出現IF上升的現象 
3.散熱良好,LED的電流與溫度最後會平衡 
4.散熱不佳,LED最後會出現過載現象(LED失效) 
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     1) HBM: Human Body Model 
 
     2) MM:  Machine Model  
 
     3) CDM: Charged Device Model 

ESD 

靜電 

電荷分離 

電荷累積在設備上 電荷累積在產品上 

電荷消散 

靜電放電 靜電放電 

 

 破壞IC 

靜電危害產生過程 
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ESD 

靜電對IC造成的傷害 

溼度與靜電的關係 

 

 

 

 

  

產生源 濕度 10-20% 濕度 65-90% 

走過地毯 35,000 伏 1,500 伏 

在乙烯塑料地板上行走 12,000 伏  250 伏 

在工作檯工作  6,000 伏  100 伏 

拿出塑膠條中的 DIP 晶片  2,000 伏  200 伏 

拿起一只塑膠套 20,000 伏 1,200 伏 

有尿胺泡沫墊的工作椅子 18,000 伏 1,500 伏 

*本表節錄自美國國防部,軍規手冊 263.1980,表 2 及表 3 
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ESD 

 防靜電手環正確之使用法  

  
 
 
 
 
 
 
 
 
 
   

腕帶鬆緊適中, 手環金屬面接觸皮膚. 

手環連接線要扣牢端子扣. 
連接線另一端要夾在接地線金屬位置. 

B A 

連接線另一端夾在接地線外皮位置. 
腕帶太鬆, 手環金屬面未接觸皮膚. 

腕帶繫在
袖套外 

手環連接線未扣牢端子扣. 
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焊接方式 使用條件 

烙鐵銲接 350度 3秒以內 
 

DIP銲接 

IR REFLOW銲接 

10 20 30 40 50 60 70 80 90 100 110 120

30
50

100

300

250

200

150

Fluxing

Preheat

T
E

M
P

E
R

A
T

U
R

E
(
 °
C

)

TIME(sec.)

Max:260℃,5sec.
Suggest:2~3sec.

Pre-heating

150~200℃
60~120sec.

Above255℃
30sec.Max.

3℃/sec.Max.

260℃ Max.
10sec.Max.

6℃/sec.Max.

Above 217℃
60~150sec.

LED銲接 
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LED銲接 

原料 功能 溫度影
響 

支架 導電 

固定晶片 

變色 

銀膠 接著晶片 軟化 

晶片 發光本體 -- 

線 連接正負極 -- 

環氧
樹脂 

包覆支架晶
片以及線材 

軟化,燒
黑 

LED結構 

TG點 

玻璃轉移溫度（Glass Transition Temperature，Tg） 
環氧樹脂材料重要的特性之一， 
 
溫度低於玻璃轉移溫度(Tg)時，會呈現出剛性具硬脆特性之玻璃態 
類似玻璃的特性，堅硬但容易脆裂。 
 
溫度高於玻璃轉移溫度(Tg)時，會呈現軟的狀態 
 
1.LED包覆的樹脂膠,如果加熱時間過長,則包覆在膠體當中的零件 
   容易出現位移或是受到外力拉扯時候,焊接點或是銀膠接著處 
   會被拉扯開,造成LED失效 
2.DIP產品銲接時候如果出現彎腳方式錯誤,或是孔距不對 
   也會出現類似外力影響造成不良 
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LED銲接 

折彎腳 
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LED銲接 

折彎腳 
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LED銲接 

折彎腳 
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(1)  Temperature : 5℃-30℃(41℉)Humidity : RH 60﹪Max. 
(2)  After this bag is opened, devices that will be applied to infrared reflow, vapor-phase reflow, 
or equivalent soldering process must be: 
        a.     Completed within 24 hours. 
        b.     Stored at less than 30% RH.  
(3)  Devices require baking before mounting, if:(2) a or (2) b is not met. 
(4)  If baking is required, devices must be baked under below conditions: 12 hours at 60℃±3℃. 

除濕作業時刻表

214.2
214.3
214.4
214.5
214.6
214.7
214.8

烘烤前 2Hr 4Hr 6Hr 8Hr 10Hr 12Hr

烘烤時間

當
前

重
量

LED銲接 

LED銲接 
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濕度對SMD LED銲接時候出現 
爆米花現象之影響 
產生原因: PCB板當中的溼氣再經過回流銲時候 溫度迅速拉升造成溼氣迅速散出,散
出時候的的水蒸氣力量十分強大足夠將LED的膠體從PCB上推開,膠體剝離PCB時候,
將晶片以及金線拉斷,造成LED損壞 

LED銲接 

LED銲接 
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T
E

M
P

E
R

A
T

U
R

E
 

TIME 

OVER 2 MIN. 

4℃ /SEC. MAX. 

4℃ /SEC. MAX. 

10 SEC. MAX. 

235℃ MAX. 
140~160℃ 

回流銲時候,要有標準溫度曲線目的 
1.避免LED表面有水汽時,容易產生墓碑現象 
2.可預先加溫銲接元件,避免冷銲現象 

Pre-heating

150~200℃
60~120sec.

Above255℃
30sec.Max.

3℃/sec.Max.

260℃ Max.
10sec.Max.

6℃/sec.Max.

Above 217℃
60~150sec.

LED銲接 

焊接參數 
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