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Neltron
= Comectors | Double Springs Type
Specification:
48» Current & Voltage Rated:2A; DC12V
Contact resistance: 50m ohm max. at working height.
7 Durability:10,000 cycles min.
Material:
. Barrel: Brass C3604
Plunger: Brass C3604
N\ i Spring: SUS304
~ Plating:
A Plunger: 10u” min. Au over 50~100u” Ni.
B Barrel: 10u” min. Au over 50~100u” Ni.
UNIT : mm
Part No. A B C D E F G H K
6901G-DS-0915470 0.9 20 0.9 1.5 0.6 0.5 3.0 3.6 3.4
6901G-DS-0915490 0.9 2.0 0.9 1.5 0.6 0.5 3.2 3.8 3.6
6901G-DS-0915510 0.9 2.0 0.9 1.5 0.6 0.5 3.4 4.0 3.8
6901G-DS-0915530 0.9 2.0 0.9 1.5 0.6 0.5 3.6 4.2 4.0
6901G-DS-0915570 0.9 2.0 0.9 1.5 0.7 0.5 3.8 4.5 4.2
6901G-DS-0915590 0.9 2.0 0.9 1.5 0.7 0.5 4.0 4.7 4.4
6901G-DS-0915610 0.9 2.0 0.9 1.5 0.7 0.5 4.2 4.9 4.6
6901G-DS-0915650 0.9 20 0.9 1.5 0.8 0.5 4.4 5.2 4.8
6901G-DS-0915670 0.9 2.0 0.9 1.5 0.8 0.5 4.6 5.4 5.0
6901G-DS-0915690 0.9 2.0 0.9 1.5 0.8 0.5 4.8 5.6 5.2
6901G-DS-0915730 0.9 2.0 0.9 1.5 0.9 0.5 5.0 5.9 5.4
6901G-DS-0915750 0.9 2.0 0.9 1.5 0.9 0.5 5.2 6.1 5.6
6901G-DS-0915770 0.9 2.0 0.9 1.5 0.9 0.5 5.4 6.3 5.8
6901G-DS-0915810 0.9 2.0 0.9 1.5 1.0 0.5 5.6 6.6 6.0
6901G-DS-0915830 0.9 2.0 0.9 1.5 1.0 0.5 5.8 6.8 6.2
6901G-DS-0915850 0.9 2.0 0.9 1.5 1.0 0.5 6.0 7.0 6.4
6901G-DS-0915890 0.9 2.0 0.9 1.5 1.1 0.5 6.2 7.3 6.6
6901G-DS-0915910 0.9 2.0 0.9 1.5 1.1 0.5 6.4 7.5 6.8
6901G-DS-0915930 0.9 2.0 0.9 1.5 1.1 0.5 6.6 7.7 7.0
6901G-DS-0915990 0.9 2.0 0.9 1.5 1.3 0.5 6.8 8.1 7.2
6901G-DS-0915101 0.9 2.0 0.9 1.5 1.3 0.5 7.0 8.3 7.4
6901G-DS-0915103 0.9 2.5 0.9 1.5 1.3 0.5 7.2 8.5 7.6
6901G-DS-0915109 0.9 2.5 0.9 1.5 1.5 0.5 7.4 8.9 7.8
6901G-DS-0915111 0.9 2.5 0.9 1.5 1.5 0.5 7.6 9.1 8.0
6901G-DS-0915113 0.9 2.5 0.9 1.5 1.5 0.5 7.8 9.3 8.2
6901G-DS-0915115 0.9 2.5 0.9 1.5 1.5 0.5 8.0 9.5 8.4
6901G-DS-0915117 0.9 2.5 0.9 1.5 1.5 0.5 8.2 9.7 8.6
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= CoRReEtor Through Hole Type

Specification:

2 Current & Voltage Rated:2A; DC12V
Contact resistance: 50m ohm max. at working height.
D Durability:10,000 cycles min.
. Material:
@ Barrel: Brass C3604

Plunger: Brass C3604

“ Spring: SUS304
I Plating:
e Plunger: 10u” min. Au over 50~100u” Ni.
Barrel: 10u” min. Au over 50~100u” Ni.

UNIT : mm

Part No. A B C D E F G H
6901G-TH-0612330 0.6 1.6 0.8 1.25 0.8 0.4 2.0 2.5
6901G-TH-0612350 0.6 1.6 0.8 1.25 0.8 0.4 2.2 2.7
6901G-TH-0615370 0.6 1.8 0.9/1.0 1.5 0.8 0.4 24 29
6901G-TH-0615400 0.6 2.0 0.9M1.0 1.5 0.8 0.5 2.6 3.2
6901G-TH-0615420 0.6 2.0 0.9/1.0 1.5 0.8 0.5 2.8 3.4
6901G-TH-0615450 0.6 2.0 0.911.0 1.5 0.8 0.5 3.0 3.7
6901G-TH-0615470 0.6 2.0 0.9/1.0 1.5 0.8 0.5 3.2 3.9
6901G-TH-0615500 0.6 2.0 0.9/1.0 1.5 0.8 0.5 3.4 4.2
6901G-TH-0615520 0.6 2.0 0.9/1.0 1.5 0.8 0.5 3.6 4.4
6901G-TH-0615540 0.6 2.0 0.9/1.0 1.5 0.8 0.5 3.8 4.6
6901G-TH-0615560 0.6 2.0 0.9/1.0 1.5 0.8 0.5 4.0 4.8
6901G-TH-0615580 0.6 2.0 0.9/1.0 1.5 0.8 0.5 4.2 5.0
6901G-TH-0615620 0.6 2.0 0.9/1.0 1.5 0.8 0.5 4.4 5.4
6901G-TH-0615640 0.6 2.0 0.91.0 1.5 0.8 0.5 4.6 5.6
6901G-TH-0615660 0.6 2.0 0.9/1.0 1.5 0.8 0.5 4.8 5.8
6901G-TH-0615680 0.6 2.0 0.911.0 1.5 0.8 0.5 5.0 6.0
6901G-TH-0615700 0.6 2.0 0.9/1.0 1.5 0.8 0.5 5.2 6.2
6901G-TH-0615730 0.6 2.0 0.9/1.0 1.5 0.8 0.5 5.4 6.5
6901G-TH-0615740 0.6 2.0 0.9/1.0 1.5 0.8 0.5 5.6 6.6
6901G-TH-0615770 0.6 2.0 0.9/1.0 1.5 0.8 0.5 5.8 6.9
6901G-TH-0615800 0.6 2.0 0.9/1.0 1.5 0.8 0.5 6.0 7.2
6901G-TH-0615820 0.6 2.0 0.9/1.0 1.5 0.8 0.5 6.2 7.4
6901G-TH-0615840 0.6 2.0 0.9/1.0 1.5 0.8 0.5 6.4 7.6
6901G-TH-0615860 0.6 2.0 0.911.0 1.5 0.8 0.5 6.6 7.8
6901G-TH-0615880 0.6 2.0 0.9/1.0 1.5 0.8 0.5 6.8 8.0
6901G-TH-0615900 0.6 2.0 0.9/1.0 1.5 0.8 0.5 7.0 8.2
6901G-TH-0615920 0.6 2.0 0.9/1.0 1.5 0.8 0.5 7.2 8.4
6901G-TH-0615940 0.6 2.5 0.9/1.0 1.5 0.8 0.5 7.4 8.6
6901G-TH-0615960 0.6 2.5 0.9/1.0 1.5 0.8 0.5 7.6 8.8
6901G-TH-0615980 0.6 2.5 0.9/1.0 1.5 0.8 0.5 7.8 9.0
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~Commectors, SMT Type

Specification:

Current & Voltage Rated:2A; DC12V

Contact resistance: 50m ohm max. at working height.
Durability:10,000 cycles min.

Material:

w Barrel: Brass C3604
u Plunger: Brass C3604
Spring: SUS304

T ! Plating:
Plunger: 10u” min. Au over 50~100u” Ni.
A Barrel: 10u” min. Au over 50~100u” Ni.

UNIT : mm
Part No. A B C D E F
6901G-SM-1612025 1.6 0.8 1.25 0.4 2.0 2.5
6901G-SM-1612027 1.6 0.8 1.25 0.4 2.2 2.7
6901G-SM-1812029 1.8 0.8 1.25 0.4 24 2.9
6901G-SM-1812032 1.8 0.8 1.25 0.5 2.6 3.2
6901G-SM-1815034 1.8 0.9/1.0 1.5 0.5 2.8 3.4
6901G-SM-1815037 1.8 0.9/1.0 1.5 0.5 3.0 3.7
6901G-SM-1815039 1.8 0.9/1.0 1.5 0.5 3.2 3.9
6901G-SM-1815042 1.8 0.9/1.0 1.5 0.5 34 4.2
6901G-SM-1815044 2.0 0.9/1.0 1.5 0.5 3.6 4.4
6901G-SM-1815046 2.0 0.9/1.0 1.5 0.5 3.8 4.6
6901G-SM-1815048 2.0 0.9/1.0 1.5 0.5 4.0 4.8
6901G-SM-1815050 2.0 0.9/1.0 1.5 0.5 4.2 5.0
6901G-SM-1815054 2.0 0.9/1.0 1.5 0.5 4.4 5.4
6901G-SM-1815056 2.0 0.9/1.0 1.5 0.5 4.6 5.6
6901G-SM-1815058 2.0 0.9/1.0 1.5 0.5 4.8 5.8
6901G-SM-1815060 2.0 0.9/1.0 1.5 0.5 5.0 6.0
6901G-SM-1815062 2.0 0.9/1.0 1.5 0.5 5.2 6.2
6901G-SM-1815065 2.0 0.9/1.0 1.5 0.5 5.4 6.5
6901G-SM-1815066 2.0 0.9/1.0 1.5 0.5 5.6 6.6
6901G-SM-1815069 2.0 0.9/1.0 1.5 0.5 5.8 6.9
6901G-SM-1815072 2.0 0.9/1.0 1.5 0.5 6.0 7.2
6901G-SM-1815074 2.0 0.9/1.0 1.5 0.5 6.2 7.4
6901G-SM-1815076 2.0 0.9/1.0 1.5 0.5 6.4 7.6
6901G-SM-1815078 2.0 0.9/1.0 1.5 0.5 6.6 7.8
6901G-SM-1815080 2.0 0.9/1.0 1.5 0.5 6.8 8.0
6901G-SM-1815082 2.0 0.9/1.0 1.5 0.5 7.0 8.2
6901G-SM-1815084 2.0 0.9/1.0 1.5 0.5 7.2 8.4
6901G-SM-1815086 2.0 0.9/1.0 1.5 0.5 7.4 8.6
6901G-SM-1815088 2.0 0.9/1.0 1.5 0.5 7.6 8.8
6901G-SM-1815090 2.0 0.9/1.0 1.5 0.5 7.8 9.0
6901G-SM-1815092 2.0 0.9/1.0 1.5 0.5 8.0 9.2
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Sl Pitch 2.50mm
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Neltron POGO PIN SERIES

= omctors Pitch 2.54mm
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= Gomctors Pitch 2.54mm
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Neltron POGO PIN SERIES

S Pitch 2.54mm
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Neltron POGO PIN SERIES
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P/N:6901R-254-XXG-172059
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Neltron POGO PIN SERIES
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POGO PIN SERIES

Pitch 2.54mm
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POGO PIN SERIES

Pitch 2.54mm
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Neltron POGO PIN SERIES

Sl Pitch 2.54 / 3.00mm
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Neltron POGO PIN SERIES
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Sl Pitch 3.00mm

P/N:6901DS-300-XXG-1170H30
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Sl Pitch 3.00mm
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Taiwan Head Office

2F, No. 184, Sec. 4, Chengde Rd., Shilin Dist., Taipei City 111, Taiwan
BT T HEREERMEEE 18457218

Tel : +886-2-28802631 / +886-2-28819094

Fax : +886-2-28802710 / +886-2-28802888

E-mail : Sales@neltron.com.tw

Taiwan Factory

4F-6F., No. 43, Wuquan Rd., Wugu Dist., New Taipei City 248, Taiwan
it AR E R ERR43554-612

Tel : +886-2-22988307

Fax : +886-2-22980787

http://www.neltron.com.tw

MADE IN TAIWAN
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